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All products proudly designed, manufactured, 
and assembled in the U.S.A.  
• ISO 9001 Registered QMS

• SAE Class 1 Certified

• Six dual-level Super-LED modules

• Available in magnetic, magnetic/suction, or  
permanent mount 

• Magnetic and magnetic/suction models feature 
ActionScan™ as a default flash pattern 

• Permanent mount models have 46 Scan-Lock™ 
flash patterns, including steady-burn

• Aluminum base and polycarbonate dome  
provide long life reliability

• Hard-coated lenses minimize environmental 
damage from sand, sun, salt, and road  
chemicals

• 12 VDC

• Amp Draw: 9.0 (peak), 3.6 (average)

• Size: 5-1/16” (130mm) H x 6-5/16” (160mm) W 
x 17-1/4” (438mm) L

• Five year warranty

R10HDPA

F E AT U R E S

S u p e r - L E D ® M i n i  L i g h t b a r

Responder® HD Series

Responder HD Series mini lightbars feature dual-level Super-LED modules providing 
360° of warning coverage.

R10HDP* Permanent mount

R10HDM* Magnetic mount

R10HDV* Magnetic/suction mount

RDXMM90 90 lb. pull magnetic mount kit with cord & plug

M O D E L S

Replace symbol * in model number with letter indicating color desired:  
A = Amber, B = Blue, C = White, R = Red

O P T I O N

The use of magnetic or vacuum/suction mounted beacons mounted on the roof or exterior of a 
vehicle in motion is at the sole discretion and risk of the user.


